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1. System requirements

Hardware:

- Intel® Core 2 Duo or AMD® Athlon X2® processor
— 2GB of RAM

— 320MB of available hard-disk space

— USB port for connection IDM Configurator

— Supported operating systems:

— Microsoft Windows XP (Professional) - Service Pack 3
— Microsoft Windows Vista - Service Pack 2

— Microsoft Windows 7 - Service Pack 3

— Microsoft Windows 10 - All Service Pack
Installation and Display:

— on Computer

2. Fundamental concepts

The IDM Configuration Software offers the possibility of configuring CONTO
Energy meters using a simple and intuitive procedure by the creation of a
customized project based on personal needs and the actual system
installed.

Note: IDM Configuration Software is free. To be downloaded from the
IME web site. Once downloaded it will be useful for all remote
configurations of CONTO Energy Meters

3. Compatible devices

Software version 1.00.00

- Range CONTO

> Modbus
o Conto D2 63A 1ph Modbus (CE2DF3DTCL1)
o Conto D2 63A 1ph Modbus MID (CE2DF3DTMID)
o Conto D4 63A 3ph Modbus (CE4DF3DTCL1)
o Conto D4 63A 3ph Modbus MID(CE4DF3DTMID)
o Conto D4 5A 3ph Modbus(CE4TBDTCL1)
o Conto D4 5A 3ph Modbus MID(CE4TBDTMID)

> Mbus

Conto D2 63A 1ph Mbus MID(CE2DF3MTMID)
Conto D4 63A 3ph Mbus(CE4DF3MTCL1)
Conto D4 5A 3ph Mbus(CE4TBMTCL1)

Conto D4 5A 3ph Mbus MID(CE4TBMTMID)
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+ Range Easy Connect

o Modbus
o NEMO EC D4 63A (MKD4R63DT)
e NEMO EC D4 125A (MKD4R125DT)
o NEMO EC D4 Open Rogowski 1 Input (MFD4ORFCDT1)
o NEMO EC Graphic Display Open Rogowski 1 Input (MFD410RFCDT)
o NEMO EC Graphic Display Open Rogowski 2 Input (MFD420ORFCDT)
e NEMO EC 96 63A (MK96R63DT)
o NEMO EC 96 125A (MK96R125DT)
o NEMO EC 96 Open Rogowski 1 Input (MF960RFCDT1)
« NEMO EC Graphic Display Open Rogowski 1 Input (MF9610RFCDT)
« NEMO EC Graphic Display Rogowski 2 Input (MF9620RFCDT)

o Mbus
o NEMO EC D4 63A (MKD4R63MT)
o NEMO EC D4 125A (MKD4R125MT)
« NEMO EC D4 Open Rogowski 1 IN (MFD4ORFCMT)
« NEMO EC Graphic Display Open Rogowski 1 Input (MFD410RFCMT)
o NEMO EC Graphic Display Open Rogowski 2 Input (MFD420ORFCMT)
e NEMO EC 96 63A (MK96R63MT)
e NEMO EC 96 125A (MK96R125MT)
o NEMO EC 96 Open Rogowski 1 Input (MF960RFCMT1)
o EC Graphic Display Open Rogowski 1 Input (MF9610RFCMT)
« EC Graphic Display Open Rogowski 2 Input (MF9620RFCMT)
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4. Languages available

Languages:
- English
- Francais
- Italiano

5. Implementation

5.1 Material required
— Installation Kit (executable file “.exe")
- A computer with a compatible operating system (10, 7, etc.)

5.2 Installation
— Runthefile % IME_Energy_management_software_Setup_v.r.b.exe

The installation procedure starts

Installer Language

Please select a language.
al g

|Engiish

1. Choose the proper language
2. Click "OK"

..??. m Welcome to IME - Energy

management software 1.06.00
Setup

Setup will guide you through the installation of IME - Energy
management software 1.06.00.

Energy
Itis recommended that you dose all other applications
Management before starting Setup. This wil make it possble to update
relevant system files without having to reboot your
Software computer.
Click Next to continue.
Copyright IME Sp

3

3. Click "Next" O

The License agreement page appears




il
Ll |& Please review the license terms before installing IME - Energy
| oaE g management software 1.06.00.

Press Page Down to see the rest of the agreement.

LICENSE AGREEMENT -

IMPORTANT: 1
[PLEASE READ THE TERMS AND CONDITIONS OF THIS LICENSE AGREEMENT CAREFULLY
BEFORE USING THE SOFTWARE (AS DEFINED BELOW).
THIS IS A LICENSE AGREEMENT BETWEEN YOU AND BTICINO S.p.A. (BTICINO) WHICH
IS LOCATED IN VIALE BORRI 231 VARESE 21100 ITALIA.

| BY OPENING THIS PACKAGE, BREAKING THE SEAL, CLICKING THE “I AGREE” OR “YES”

| RIITTON OR OTHFRWISF TNDTCATTNG ASSFNT FI FCTRONTCALLY. OR | DADTNG THF

| If you accept the terms of the agreement, select the first option below. You must accept the
agreement to install IME - Energy management software 1.06.00. Click Next to continue.

) I accept the terms of the License Agreement
) I do not accept the terms of the License Agreement

RIME

[ <Bak U nmext> | [ cancel
/

=

5
4. Click to declare to have read and accepted the contract
5. Click “Next"

Choose Install Location
Choose the folder in which to install IME - Energy management
software 1.06.00.

Setup will install IME - Energy management software 1.06.00 in the following folder. To install
in a different folder, dick Browse and select another folder. Click Next to continue.

Destination Folder
: \Program Files (x86) \IME \Energy management software W

Space required: 52.9 MB
Space available: §92.5 GB

IME

<gack | Nex}>7_][ Cancel
7

6. Click "Browse” to choose the installation folder
7. Click “"Next”

1 9 Choose Start Menu Folder
.imﬁ Choose a Start Menu folder for the IME - Energy management

software 1.06.00 shortcuts.

Select the Start Menu folder in which you would like to create the program's shortcuts. You
can also enter a name to create a new folder.

[ME\Energy management sof

3D XML Player 16.7.14143

7-Zip

Accessories

Administrative Tools

Applicazioni Lotus

Atlassian

BTicino

Debugging Tools for Windows (x64)
Dell

] »

Docklight V2.3
Elaborate Bytes
Forcepoint One Endpoint

IME

<Back |[ Next> | [ cancel

8. Click "Nextl”
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iE Ec- E@
1@ m Completing IME - Energy

management software 1.06.00
Setup

IME - Energy management software 1.06.00 has been
| Ener ay installed on your computer.
Management Click Finish to close Setup.
Software

w

Installation completed
10. Click "Finish”

10

On the desktop of your computer are created two shortcuts:
- Energy management software:

~

[r‘ﬂh IME — Energy manager software

I ::l IME - NEMO SX Configurator

E@ IME - IDM Configurator




5.3 Modification of the software’s language
- Procedure for changing language (if necessary)

& Search devices
<7 Edit configuration online

27 Import configuration

Export configuration

’_ Software configuration

IME

In the software’s home page
1. Click "Software configuration”

Software configuration

1DM configurator: 1.00.00
Energy management software: 10600

Version is up to date

2. Choose the required language
3. Click “Save” to confirm
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5.4 Search Devices
In the software’s home page

M

6

Lg software configuration

1. Click “Search Device”

The scan page is divided to 2 sections:
A. Channel Settings
B. Device Settings

A. Channel Setting
2. Choose the correct Communication Protocols.
3 Software supports :
Modbus RTU
Modbus TCP
M-bus
3. Choose the correct COM port.

10



5.4.1 Modbus RTU
B. Device Settings

4. Verify and choose the Correct Baud rate and Parity,
otherwise

5. Choose the All Combinations.

6. Search in a specific range of addresses
or

7. Choose All addresses.

5.4.2 Modbus TCP
First of all, it is needed a TCP gateway interface.
For example:
- SXIIP: gateway Ethernet/RS485 (1:N)
In this case, you need to connect your PC to the same network of your
Modbus TCP gateway. (Ethernet)

8. Enter the IP Address of your gateway.
9. Search in a specific range of addresses
or
10. Choose All addresses
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5.4.3 M-bus
First of all, you need a M-Bus Converter
11. Choose the M-Bus Protocol.

12. Choose the correct COM port.

13. Verify and choose the Correct Baud rate and Parity,
otherwise
14. Click om Serach button

Note: You can search the Primary Addresses o the Secondary Addresses.
17. Click Secondary Addressing for check.

5.4.4 Scan

19 20
18. By clicking on the Search button, a page Witéf-t/h‘e latest Firmware
updates will be shoewn:

a MID devices are not updatable
T Updates available

19. Click Update FW
20. Click “Continue” to go to the edit page of the configuration read.
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5.5 Device firmware update

As soon as the search devices page appears, you can see if
updated firmware is available for each module.

Devices settings

Protocol Baud rate B | Address search interval alladdresses @
tepg grpleg.co Parity
el Devices found: 6
Address Model Result
1 MCE20FI0TCLY Conto 2 634 19 Modbus / fmare i outd 19 4
MCE20FIOTMID Conto D2 63A 1ph Modsus MID v 1 a
B MCE4DFIDTCLY Conto D4 634 3ph Modbus v
© | mecesoroTMD | Conto 4 534 29 hodbus D v w2 @
B [rv— Conto D4 5 3ph Modbus e —— 106—=107
[pspm— Conto D4 54 39 Modbus MO v Y

e

7E

&

1. 1.You can check the small window on top to update all the available
firmware updates

2. 2.0Otherwise you can uncheck it and choose just the modules you would

like to update

3. 3.Finally, click on the update FW button (it might take some time to
update, please wait until the software finishes the process)

13
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6. Device Configuration

6.1 Configuration of devices on your system
In the Home page

p Visualize project
G Software configuration

1. Click “Edit Configuration online”
The Configuration Page will be appeared.

14




6.1.1 Configuration Page

The page is divided into two sections:

@ List of the devices

©® Configuration Settings for the selected device on the section A

Configuration

Devices Q

Device #1 | Nome

IM-CE4DFIMTCL1

Connection

External input

Pulse unit

IM-CE4DF30PMID = 3

| Device #4
IM-CE4TBMTCL1

e TO VIEW/CONFIGURE THE DEVICES CHARACTERISTICS
In Settings
1. Select a Device

2. Rename the Device
3. Click “Connection” and choose the correct connection
4. Click "External input” and choose the correct input
5. Click for assign the other control parameter
wcsormic A
. ya
In Advanced

6. Click "Advanced” and a set additional parameters are shown
7. Click for assign the other control parameters

8. Click "Save" to confirm

Note:

%2 Device connected to the Wi-Fi

A Device not connected to the Wi-Fi

To be able to access the saved settings directly, click on “"Export Configuration”.

For more details, see page 26

15
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6.2 Configurable parameters of each module

Examples of Configuration

Device settings

Name : Lab 1]
Connection : Three-phase w/o neutral 3-2E v
External input : Tariff selection

Device settings

Name : Lab 1
Connection : Three-phase w/o neutral 3-3E Vv
External input : Tariff selection

Device settings

Name :
Connection : Three-phase with neutral 3n-3E v
External input : Tariff selection

o
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6.3 View pages
In the software’s Home page

O Visualize project
3 Software configuration

1. Click "Visualize project”
Devices display page appears

< back @ home Devices
Devices o

Device #1 o Ea (Tor) ‘ 007 0.00 Er (roT) 004 000
©
o
MCEOFMTCL B 9 ear o) oo7 000 | [ermr @H] ooe 000
Eat2 0w | ow | [em o0 | o
004

Ea (par) Er (par)

Ea (Tor) Er (vor)
Fatt oN] =1 [on]

e | o ez

cae) | o X Er(pR)

The page is divided into two e sections:
sectiono shows the Devices (Network icon shows if your device is
connected or no, (in all 3 protocols: Modbus RTU, Modbus TCP, M-bus)
sectiono is the area where is possible to select several pages (according
to the functions present in a Device):
* Measure: display of the quantities measured by a device:

- Electricity measuring devices: Energy, Power, Voltages / Currents /

Frequency, THD and Harmonics

— THD and Harmonics are just available for the easy connects.

Note:

Indicates the active tariff
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7. Off-line operation

7.1 Import a configuration
In the Software’s home page

#<+ Search devices
< Edit configuration online

47 Import configuration

[ Export configuration
L Visualize project
Cg software configuration

1. Click "Import Configuration”
System configuration appears

] Ap
.
) W oetor » <4 [ Cero Destr ]
Organizza v Nuows canells g-0 0|
- AR raccne ]
& Download |l Corete csteme
A Risorse recenti .
B Desktop t Roya ZAMIR
P Cartella disistema
8 | | Computer
B Desicop MW C.r. i inemo
4 Raccoe
[¥ Documenti | Rete
| = Immagini | Cortella disistems
| & Musica 2 ]
8 video EMS6 Err
Cartella di il
B Roys 2aVRL Il
I 8 Computer .
&L Discolocale (€) A } [ o e |

£ 1inioz an_0PM M

2. Select the file to import (e.g. Configuration.XML), then

3. click “Open”
Configuration is ready to be edit
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7.2 Export a configuration
In the System configuration page

#< Search devices
< Edit configuration online
47 Import configuration

[P Export configuration

Visualize project

Ld software configuration

1. Click "Export configuration”
A pop-up window appears

o
7 Raccome
l Cartells di sistema
r
Computer
Cartella i stema

EMS 6 Emor

Cartell di e

FirmwareManager 0600

Cartelladi e

) 2

2. Select the where to save file, then
3. Click "Save”

Configuration is saved on your computer
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